
KAD15 SERIES

Features:
• AC/DC power module
• Universal input 85 ~ 265 VAC
• High efficiency up to 82%
• Short circuit protection
• Internal input filter
• 3 years warranty
• Open frame

CASE SIZE 76.2 x 50.8 x 22mm (3 x 2 x 0.87 inches)
CASE MATERIAL Plastic

WEIGHT 100g

MODEL NO. INPUT
VOLTAGE

OUTPUT
VOLTAGE

OUTPUT
CURRENT

EFF.
(min.)

EFF.
(typ.)

*** Single Output Models ***

KAD1503 85~265 VAC + 3.3 VDC 4000 mA 70% 73%
KAD1505 85~265 VAC + 5 VDC 3000 mA 74% 76%
KAD1512 85~265 VAC + 12 VDC 1250 mA 80% 82%
KAD1515 85~265 VAC + 15 VDC 1000 mA 80% 82%
KAD1524 85~265 VAC + 24 VDC 625 mA 80% 82%

*** Dual Output Models ***

KAD1512D 85~265 VAC ± 12 VDC ± 625 mA 79% 81%
KAD1515D 85~265 VAC ± 15 VDC ± 500 mA 78% 80%
KAD15503D 85~265 VAC + 5 / + 3.3 VDC + 1 A / + 3 A 72% 74%


